Li

ght type E1.

All-dimerisions are mullion to mullion.

Pt
cl

- color to match f|xture

Lighttype E2, -~ | - - B SR R |
- LED|Graze fixture mounted to awmng frame. R S . I

- Coprdinate mounting.in awning. = R R [ Y 7
- Coprdinate power feed/penetrations at awmngs - | B | L |

pwer canopy system flood light with 36" -
istom arm for downlighting on awning

All dimensions and sizes to be verified by the Contractor on site. Any
discrepancies to be verified with the Architect before work proceeds. No
dimensions to be scaled from this drawing. Contractors must work to figured
dimensions. © This drawing is subject to copyright of Kay Elliott Architects, in
accordance with our standard terms and conditions. Where an Ordnance
Survey Drawing is shown on this drawing, it is re-produced under Crown
copyright ©. All rights reserved. OS Licence No 100018715

1SO 9001 Registered Firm
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EAST ELEVATION

1/8" Oll

Stretched fabric awnings applied to building facade with painted LEGO coloured metal
1" square tubes. Awnings to have no valances or sides.

Awnings to have LEGO graphics applied as per east elevation.

1no awning to have LEGO logo applied. Sizes of awnings shown approx.

Awning to align with horizontal window mullion.

For awning detalil refer to Kay Elliott drawing: 3484 - 01.

LEGO Graphics applied to wall
set back from glazing and internally
illuminated.

Stretched fabric awnings applied to building
facade with painted LEGO coloured metal

1" square tubes.

Awnings to have no valances or sides.

1no painted LEGO brand colours as shown. 1no awning
to have LEGO logo applied. Sizes of awnings shown

approx. Awning to align with horizontal window mullion.
For awning detail refer to Kay Elliott drawing: 3484 - 01.

Supporting metal frame work actual layout to be confirmed by sign supplier.

E@@EAR

PISCOVERY CENTER

|
161

FACADE SIGN A 1/4"=1-0"

Detail as Facade Sign B.

2no signs supported by grid frame work to
corner of building so visible on both elevations.

LEGO Graphics applied to internal wall
set back from glazing and internally
illuminated.

---------J

for signage proposals.

Refer to Kay Elliott drawing no: 3484-06

FACADE SIGN B 1/4"=1'-(0"

L

PISCOVERY CEN
12'-97

/> <

| 3" projecting LED illuminated box logo
profile.LDC Red translucent acrylic

1 |PISCOVERY CENTER

I face LDC Red aluminium sides.

23

LEGO RED

Pantone 485 C
CMYK C0 M100 Y100 KO
RGB R220 G0 B20

LEGO YELLOW

Pantone 012 C
CMYK CO M19 Y100 KO
RGB R250 G200 B10

WHITE

Pantone White
CMYK CO MO YO KO
RGB R256 G256 B256

BLACK

Pantone Black
CMYK CO M0 YO K100
RGB RO G20 B0

BLUE

Pantone 300c
CMYK C100 M55 Y0 KO
RGB R30 G90 B168

GREEN

Pantone 362C
CMYK C84 M0 Y100 KO
RGB R88 G171 B65

\
 Thecorann
\

5" projecting LED illuminated box —
LEGO logo with black edge frame.

5" projecting LED illuminated box
individual lettering. White translucent
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PARTIAL SOUTH ELEVATION

1/8"=1"-0"

Light type E1.

Power canopy system flood light with 36"

custom arm for downlighting on awning

- color to match fixture.

LEGO Graphics set back internally —

from glazing and internally illuminated.

acrylic letters face with white

aluminium sides.

3" projecting LED illuminated box individual —

lettering. LDC Red translucent acrylic letters
face with LDC Red aluminium sides.

All LED lighting will be static (not flashing).

“PARTIAL WEST ELEVATION

1/8"=1

Oll

DEN AL M isssuisnsssn
Bl 1haiseral

11 03.12.13 AF Revised following client comments.

10 03.12.13 AF Revised following client comments.

9 25.11.13 AF Revised following client comments.

8 11.11.13 AF Revised following client comments.

7 21.10.13 AF Lighting revised.

6 23.09.13 AF Drawing revised.

4 11.09.13 AF Drawing revised.

3 27.08.13 AP Drawing revised.

2 23.08.13 AF Awning and window graphics added to elevations.
Revision Date By Detail

Drawing Status
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MERLIN ENTERTAINMENTS

Project/Location

LEGOLAND Discovery Center,
Assembly Row, Somerville, Boston MA
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WEST ELEVATION

1/32"=1
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trra>xon

mxmEEs Nano Liner Allegro AC XBE

The Nano Liner Allegro AC XB series

'-n 0 rl AC line powered high
The

CUT 8HEET TYFE

e @. [

daisy-chained to form long nuns up to 15m
LDC Bostan E1 {50} 120V and 25m (30R] 230V,
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Light type E1.

Power canopy system flood light with 36"
custom arm for downlighting on awning

- color to match fixture.

Light type E2.

LED Graze fixture mounted to awning frame.
- Coordinate mounting in awning.
- Coordinate power feed/penetrations at awnings.

EIIy

5-7 Meadfoot Road
Torquay Devon
TQ12JP

United Kingdom

T +44 (0)1803 213553
F +44 (0)1803 298578
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Drawing Title
Proposed signage elevation.
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SECTION AA

114"=1"-0"

LEGOLA

Stretched fabric awnings applied to building
facade with painted LEGO coloured metal
1" square tubes.

Awnings to have no valances or sides.
Sizes of awnings shown approx.

Awning to align with horizontal window mullion.
3no awnings to have LEGO graphic

applied in locations indicated on facade
elevations with LEGO coloured backgrounds.
Refer to Kay Elliott dwg: 3484-03 for light spec.

gl

13-2'

Light type E1.
Power canopy system flood light with 36"
custom arm for downlighting on awning

- color to match fixture.

Stretched fabric awnings applied to building
facade.

Light type E2.

LED Graze fixture mounted to awning frame.
- Coordinate mounting in awning.
- Coordinate power feed/penetrations at awnings.

Self adhesive vinyl LEGO Graphics applied
to outer face of facade glazing, above entrance only.
All dimensions to be verified on field.

All graphics to be confirmed by Merlin.

Tno Powder coated aluminium double sided blade sign,
4" thick. Sign to have LEGO graphic applied. Graphic
tbc. Non-illuminated.

13-7

el
-64

All dimensions and sizes to be verified by the Contractor on site. Any
discrepancies to be verified with the Architect before work proceeds. No
dimensions to be scaled from this drawing. Contractors must work to figured
dimensions. © This drawing is subject to copyright of Kay Elliott Architects, in
accordance with our standard terms and conditions. Where an Ordnance
Survey Drawing is shown on this drawing, it is re-produced under Crown
copyright ©. All rights reserved. OS Licence No 100018715

1SO 9001 Registered Firm
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2no Powder coated aluminium signs 4" thick,
applied to projecting fascia.

1no double sided power coated aluminium sign fixed to —

facade with LEGO logo applied both sides.
Sign to project max 6' from lease line and mounted
8' from ground level, non illuminated.

| 1 I (I

2 LEGO® Rides LEGO®° MINILAND LEGO® Studios 4D Cinema

I.EGOI.mD

DISCOVERY |CENTER

LEGO®° Racers: Build & Test

Birthday Rooms Shop & Café

®

PISCOVERY CENTER

Front Elevation

e

End Elevation

door 2

doar 1

Max 9" high letters face fixed to store front panel / edge
of canopy, non illuminated.

PARTIAL EAST ELEVATION =14

2no Powder coated aluminium signs 4" thick,
applied to projecting fascia.

Painted aluminium LEGO ———
brick portal.

1no double sided power coated aluminium sign

8' from ground level.

1" thick LEGO text, logo and roof profile
offset 1" from sign.

LED static lights behind letters and logo to give halo

light effect.

1no EXTERNAL PROJECTING SIGN -1

| o
> B
OLAND -
PISCOVERY CENTER %
p o J - .

Front Elevation End Elevation

2n0 EXTERNAL SIGNS -1

fixed to facade with LEGO logo applied both sides.
Sign to project max 6' from lease line and mounted

D

87

PISCOVERY CENT

PARTIAL

e6o

LEGOLAND.

PISCOVERY CENTER

door 4

doo

Painted aluminium LEGO ———
brick portal.

NORTH ELEVATION -1

LEGO RED

Pantone 485 C
CMYK CO M100 Y100 KO
RGB R220 G0 B20

LEGO YELLOW

Pantone 012 C
CMYK CO M19 Y100 KO
RGB R250 G200 B10

WHITE

Pantone White
CMYK C0 MO Y0 KO
RGB R256 G256 B256

BLACK

Pantone Black
CMYK C0 MO Y0 K100
RGB R0 G20 BO

BLUE

Pantone 300c
CMYK C100 M55 Y0 KO
RGB R30 G90 B168

GREEN

Pantone 362C
CMYK C84 M0 Y100 KO
RGB R88 G171 B65

HLYON

EAST
=
3 : | = ,
sinmt |
. T
N N

SITE PLAN

- Self adhesive vinyl LEGO Graphics applied

to outer face of facade glazing.
All dimensions to be verified on field.
All graphics to be confirmed by Merlin.

7 11.12.13 PW Revised following clients comments.
6 10.12.13 AF Revised following clients comments.
5 03.12.13 AF External signs revised.

4 25.11.13 AF External signs revised.

3 11.11.13 AF Revised following clients comments.
2 21.10.13 AF Lighting revised.
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[) E I\\! fﬂ\_ i.. ! I 15 WATT, 25 WATT - 120V-277V

oy The Denali Series™ floodlight is a powerful, yet innovative solid-state lighting fucture designed
e todeliverhigher lumen output and unprecedented colorconsistency. Incorporating our newX’
w <3 technology, Denali™ Floodlight utilizes Patented *Color Corrected Cold Phosphor”technology
@ to deliver near-perfect natural white light while maintaining ‘lifetime’ color consistency. Its
Food

universal design accommodates a variety of remote and integral driver mounting options.

@ Visit www.bklighting.com for ordering logic. Keyword DE-LED

FRaTling

et
27K
L

MATERIAL

AW

{76mm)
73/16"
{183mm)

Shown with ‘'C'Cap
in Bronze Wrinkle (BZW) finish

211/16"
(68mmy)

4

WWW.BKSSL.COM

EMPHASIS LIGHTING CUIRSHEET Y RE
3375 Stark Road NE LDC Boston E1
Cambridge MN 55008

Page 1 of 5
LIGHTING CONCEPTS 10.17.2013
NOT FOR CONSTRUCTION

763-633-0900
emphasislighting.com
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"aPOWER SUPPLIES

With eleven standard power supplies, the Denali Series™ seamlessly integrates into

any environment. Visit www.bklighting.com for ordering logic. Keywords DE, DE-PC,

DE-HP2, DE-TMB, DE-PMZ, DE-PM2D

Tencn Mount™

PM2 (Universal Power Module) PM2D (Universal Power Module}

HP2™In-Grade Remote Housing RAA™/DRM™ Remote Housing

PM2/PM2D (Universal Power Module)

Paower Pipe ll™

,' !] WWW.BKSSL.COM

EMPHASIS LIGHTING CUT SHEET TYPE

3375 Stark Road NE LLDC Boston
o o
emphasislighting.com LIGHTING CONCEPTS 10.17.2013

NOT FOR CONSTRUCTION
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£ el DENALI™ FLOODLIGHT

'\' B8laS5SL

TEita 73T Tan 1 iuE pewmad

[
T X icaTo

=

PROJECT: |

TYPE:

CATALOG
NUMBER:

SOURCE:

NOTES:

CATALOG NUMBER LOGIC

—_—
—_— | 7 -
Coed [eeo [ [ J [ J[ ][ ][ ] |confiaureseporately
Example: DE - LED - x22 - FL - SAP - 12 - 11 - C Driver Housing Required
| HP2 - HP2 Housi

o e o e 9

Series R HPIRM - HP2 Remate Housing
=i0RnaN Flaadiag PM2 - Universal Powes Module 2
PM2D - Universal Power Module 2 Dual

Source PM2RM - Universal Power Module 2 Remate

LED - ‘X'Module with Cold Phasphar Technology sssdagule 2 Dual Remote

| PC - Power Canopy E

PP Torower Pipe -
LED Type TMB - Pole Mount or Tenen Mount
x21 - 15WLED/2700K RM - Remote Wall Mount
x22 - 15WLED/3000K DRM - Dual Remote Wall Mount
%23 - 15WLED/4000K

Optics

SP - Spot {207
Eloaad LN

Finish
Standard Finish Premlum Finish
Powder Coat Colot Satin | Wrinkle ABP  Antique Brass Powder MG Cascade Mountain Granite | RMG  Rocky Mountain Granite
Bronze BZP BzZwW AMG  Aleutian Mountain Granite Al Cracked ke SDS  Sonoran Desent Sandstone
Black BLP BLW AQW Antique White CAM  Cream SMG S Mountain Granite
White (Gloss) WHP WHW BCM  Black Chrome HUG  Hunter Green TXF  Textured Forest
Aluminum SAP — BGE Beige MDS  Maojove Desert Sandstone WCP  Weathered Copper
Verde — VER BPP  Brown Pating Powder NBP  Natural Brass Powder WIR  Weathered lron
[' — e —— G| Cest Anodized Powder OCP  Oid Coppar R anobiei U Hoshes
| COLOR TO BE DETERMINE |
ens rype

9 - Clear (Standard) 10 - Spread Lens 12 - SoftFocus Lens' 1]_13 -
i

Rectimenr Lens® |

Shielding |
11 - Honeycomb Baffie*

“ACCOMMOGates up 10 2 Lens/Shietding media

Cap Stule s
H_'A = _fS_‘ | B - %0 € - Flush D - 45° without Weep Hole E - 90 \-_a\'tham Weep Hole
— iinterior Use Oniy! finterior Use Only)
LM79 DATA L70 DATA OPTICAL DATA
BK No ([r}pr; (H:’?."m_} Color Consistancy Input Watts (Typ.) iy ":,";'i?;'f:mli:fs(;f:é Beam Type Angle

x21 2700K =80 =40K 15 30,000 Spot 20
x22 5000K >80 £50K 15 50,000 Flood ar
x23 4000K =80 270K 15 50,000 Wide Flood 60°
x24 2700K =80 40K 25 50,000
x25 3000K >80 =506 25 50,000
x28 4000K >B0 70K 25 50,000

40429 Brickyard Drive * Madera, CA 93636 * USA SUBMITTAL DATE DRAWING NUMBER
559.438.5800 » FAX 559 438 5900
B-K LIGHTING 12-14-11

worw bhlighting com + info@bklighting.com SUB001113

R POSSESSION DOES NOT CONVEY ANY RIGHTS TO REPRODUCE, DISCLOSE TS CONTENTS, OR TO MANUFACTURE, USE OR SELL ANYTHING IT MAY
IGHTING, INC. 15 STRICTLY FORBIDDEN.

THIS DOCUMENT CONTAINS PROF
DESCRIBE. REPRODUCTION, DXSCLY

TARY INFORMATION OF B-K LIGHTING, INC. AND TS RECE
RE OR USE WITHCUT SPECIFIC WRITTEN AUTHORIZATION OF

EMPHASIS LIGHTING CUT SHEET TYPE

3375 Stark Road NE LDC Boston E 1
Cambridge MN 55008

Page 3 of 5
763-633-0900 ———ee
oo LIGHTING CONCEPTS 10.17.2015
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POWER CANOPY™ SYSTEM

l FROJECT:] |

BIa551L

Constant Current Driver

TYPE:

CATALOG
NUMBER:

LAMP(S):
NOTES:

Example

Series —J

PC - Power Canopy™ System

4 PROVIDE WITH 36” CUSTOM |
| ARM FOR DOWNLIGHTING |

" ON AWNING- COLOR TO

| MATCH FIXTURE I‘
i

]
| | .

Driver Type
D15 - 15W Driver mondimming)

D15INC - 15W Dimming Driver tfor use with fcandescent Dimmes*

*1. 20V oniy

D25 - 25W Drive
“D25INC - 25W Dimming Driver | wth incandescent Dimmer;*
“120V oniy |

Finish ‘
Standard Finish Premium Finish
Powdet Coat Color Satin Wrinkie ABP  Antique Brass Powder CMG  Cascade Mountain Granite | RMG  Rocky Mountain Granite
Bronze azp Bzw AMG  Aleutian Mountain Granke CRl  Cracked lce SDS  Sonoran Desent Sandstone
Black 8LP BLW AQW  Antique White CRM  Cream SMG  Siorma Mountain Granite
White (Gloss) WHP WHW BCM  Black Chrome HUG Hunter Green TXF  Texiured Forest
Aluminum SAP —_ BGE Beige MDS  Mojave Desen Sandstone WCP  Weathered Copper
Verde — VER BPP  Brown Patina Powder NBP  Natural Brass Powder WIR  Weathered Iron
CAP  Cloar Anodized Powder OCP  Oid Copper AL R RN Fahes
Input Voltage | ‘
wik 120 VAC Input ifor use with DISINC and D25INC anify) i : . ’
‘[' 120-277 VAC Input i
{ COLOR TO BE DETERMINED |
SiiaiE | b= e it ALt el
CP - Weighted Base Iwith cord, plug and switch) VAC Input
DRIVER ELECTRICAL DATA
TYPE At Frequency  pmming oER THD L ERATURE DIMMER TYPE DIMMER RANGE
Dis 120/208/240/277 S0/80 NO =092 =20% -30° G ~ 50°C bt -
DISING 120 50/60 YES =026 £20% -80° C ~ B0°C Incandescent 10-100%
D25 120/208/240/277 50/60 NG ~0.82 <20% -30°C ~ 50°C == =
D25INC 12¢ 50760 YES =0.96 =20% 80" C - 80°C Incandescent 10-100%

B K I G TI N 40429 B;g;s;:gg _DéBl; ';Jﬂ;dsrag 53%%303%6 * USA SUBMITTAL DATE DRAWING NUMBER

B e o L L
- I— H G e blkighting com * info@bkighting com 12-21-12 SUB001186
THIS DOCUMENT CONTANS PROPRIETARY INFORMATION OF B-K LGHTING, INC. AND TS RECEIFT OR POSSESSION DOES NOT CONVEY ANY RIGHTS TD REPRODUCE, DISCLOSE ITS CONTENTS, OR TO MANUFACTURE, USE OR SELL ANYTHING IT MAY
DESCRIBE. REPRODUCTION, DiSCLOSURE OR USE WITHOUT SPECIFIC WRITTEN AUTHORIZA TION OF B-K LIGHTING, INC. 1S STRICTLY FORBIDDEN,

T SHEET Y EE

E1

EMPHASIS LIGHTING

3375 Stark Road NE LDC Boston
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763-633-0900 Fage ol 5
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- POWER CANOPY™ SYSTEM

81550,

SINGLE FIXTURE

6 1/2" Dia
(164mm}

Constant Current Driver

- Specify fixture

Fa separately

| PROJECT:

=

CANOPY

61/2°Dia_~"

(164mm)
CANOPY MOUNTING PLATE I
7/8" Dia
{22mm)
11/470.C |
(32mm) |

11/4"0C
(32mm)

All dimanuons indic31ed on This SUbRETEM Ms nomanal
Contact Technical Sales i you raquire more stringent specifications.

SPECIFICATIONS

GreenSource Initiative™

Metal and packaging components are made from
recycled materials. Manufactured using renewable
solar energy, produced onsite.  Returnable
1o manufacturer at end of life to ensure cradle-
to-cradle  handling. Packaging contains no
chiorofluorocarbons (CFC's). Use of this product
may qualify for GreenSource efficacy and recycling
rebate(s). Consult www.bklighting.com/greensource
for program requirements.

Installation

Universal design accommodates a single fixture
(specified separately) and permits water-tight
installation. Two wire entrance knockeuts will accept
1/2" conduit or Romex connectors. Four 3/16" wall
plate mounting holes. (Mounting hardware by
others)

Canopy Housing

Fully machined from copper-free aluminum.
Stainless steal hardware. Gasket provides watertight
seal,

Driver

For use with [1] 700mA, Class A, constant current
driver. 120-277VAC (nominal) primary input voltage.
50/60Hz. >0.94 Power Factor, <15.0A in-rush current,
0.25A input current, <20%THD (nominal at 120VAC
full load). Output over-voltage, over-current, and
short circuit protection with auto recovery. EMC
FCCA7CFR Part 15 Class B compliant.

Dimming driver for use with standard incandescent
dimmers. 10-100% range.

Wiring
Teflon® coated wire, 18BAWG, 600V, 250° C rated and
certified to UL 1659 standard.

Hardware

Tamper resistant, stainless steel hardware.

Finish

StarGuard®, our exclusive RoHs compliant, 15 stage
chromate-free process cleans and conversion coats
aluminum components prior to application of Class

‘A" TGIC polyester powder coating. Finish to match
fixture (specified separately.)

Warranty
5 year limited warranty,

Listings
ETL listed. Made in USA.

@ = pons¥

“Teflon s a regured trodemark of DaPont Corporation

40429 Brickyard Drive * Madera, CA 93636 * USA
559438 5800 * FAX 559.438.5900
vevrws bklighting com * info@bhlighting com

SUBMITTAL DATE

12-21-12

DRAWING NUMBER

SUB001186
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3375 Stark Road NE LDC Boston E 1
Cambridge MN 55008 _Page 5of5

763-633-0900
emphasislighting.com 10.17.2013

B-K LIGHTING

LIGHTING CONCEPTS
NOT FOR CONSTRUCTION




19

trax>xon

Nano Liner Allegro AC XB

The Nano Liner Allegro AC XB series OSRAM
is a slim profile, AC line powered high
brightness luminaire. The series is phase-
cut dimmable, and is available in four " z
lengths, from 300mm to 1200mm, color c € c@m E|
temperatures 3000K / 4000K / 6500K,
and optics. The luminaire can be simply
daisy-chained to form long runs up to 15m 'Yy
(50ft) 120V and 25m (80ft) 230V.

1768

PRODUCT SPECIFICATIONS

. Beﬂm Anu%e
L Flux: 635 - 865 Im per 300mm (1f)
» Efficacy: 80 - 84 Im/W

» Cover Lens: Tempered glass cover

= Housing: Aluminium extrusion
= Adjustment Options: £90° filt

* Size: BOQp'lm 1.51 imm /7 912mm / 1214mm (L) ¥ 42mm (W) x 783mm (H)
127} h 3671487 (L) x 1.7" (W) x 3" (H)

+ Weight: 1.4kgi3.1Ibs; 2.3kg/5.1ibs; 3.1kg/G.8lbs; 3.8kg/6 6ibs

* Regulatory Listing & Safety Approval: Electrical Protection Class Il, CE, cETLus {pending)
* Operating Temperature: -30°C to +50°C / -22°F to +122°F (-20°C/-4°F starting)

+ Storage Temperature: —40°C to +70°C / —40°F 1o +158°F

* Environment: Outdoor (IP66), suitable for coastal environments
* Humidity: 85%, non-condensing

ELECTRICAL SPECIFICATIONS

« Input Voltage: 120V AC, 230V AC nominal
- Power Consumplion: 11W per 300mm (1ft) max

SYSTEM SPECIFICATIONS

» Power: AC ling
+ Control: Phase-cut dimmable’

« Power Supply: Built-in

+ Fixture Interconnection?: 15m/sof {max_}@120VAC; 25m/80% (max.)@230VAC

1. Rfer to Nano Liner Alegro AC XB Compatible Oimmar List for specfic detals.
2 rwvwmou dimmer
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&mxn] Nano Liner Allegro AC XB Photometrics

SOURCE SPECIFICATIONS
Source: @/ 18 [ 27 / 36 Highiniensity power LEDs
Optics: 50°x 10°

Cover Lens: Tempered glass cover
CCT: 3000K, 4000K, 6500K

CANDELA DISTRIBUTION LIGHT OUTPUT
Color Luminous [Candela Distribution
Temperature | Flux (Im) @100% Efficacy Im/W
xB-2
- 00°
Cd: 0 90 3000 K 63610 3304.50
4000 K 2556.71
8500 5752
75° ——— "
I so00k | 126878 | 679224 [ sar |
" B e T e — " R x
50% 4000K | 138548 | 711343 | 858
60° 6500K | 173086 | 015058 | 848
2 XB-27
iy 2000 K 1908.20 1018350 50.7
4000 K 2047.77 10670.14 85.9
TG s i WSS N 6500 K 259644 13725 87 846
0° 15° 307 45° XB36
Diagram based on X8-18 3000 K 3000 K 254438 13578 59.7
4000 K 2730.36 14226.85 65.9
6500 K 2461.92 18301.16 84.6
Preliminary photometnic data
ILLUMINANCE AT A DISTANCE
XB-8 Center Baam LUK XB-18 Canter Beam LUK
Cobor Tampesaurs Cdor Tampassiee:
B000K 4000K 6500 K 3000K 4000K 6500K
0 sz oo (e | gl | Mw
o 16711 ] 19061 20080 gy 42452i @0 | 4ear4)
n Bie | @ LI essr| 1o |airss)
Bm 2580 | 5002 | 6120 | gy 10613 | 100 | 12248
P | zoar | 2007 | 5005 | 10m lerse | o0 | 7838

>
[
1 ra
=
>
[}

-36

2m i ST SRILIAL, o ;
e | eemes Taer| o ! 7092 11438
8m 20630 | 3843 6m 360 | 50837
Bm 140,40 | 16872 | 18360 | am 21216 | 200.16 | 28598
ol 091 [ 10670 | 17.5] 0 13578 | 11988 | 18301
Vart Spreodt 957

Diagram based an 3000 K messurement: Horiz Spreedt 52.57

Forfoet muliplyby 128 Forfe chidaby 107
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EExxan) Nano Liner Allegro AC XB

TECHNICAL DRAWING

308mm, B11mm. 912mm, 1214mm / 127, 247, 367, 487

42mmit T

TRmmA”

Pin 2: N {AC)
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