GENERAL NOTES

ALL WORK PERFORMED AS PART OF THIS PROJECT SHALL CONFORM TO CITY OF SOMERVILLE, DEPT. OF PUBLIC WORKS AND ANY OTHER AGENCY WITH AUTHORITY IN THIS AREA.

CONTRACTOR TO MAINTAIN WORK AREA IN A CLEAN CONDITION. NO CONSTRUCTION DEBRIS SHALL BE ALLOWED TO ACCUMULATE WITHIN THE WORKSITE AND NO DIRT, GRAVEL, ETC. SHALL BE ALLOWED TO ACCUMULATE ON THE PUBLIC RIGHT-OF-WAY.

AREAS OUTSIDE THE LIMITS OF PROPOSED WORK DISTURBED BY THE CONTRACTOR’S OPERATIONS SHALL BE RESTORED BY THE CONTRACTOR TO THEIR ORIGINAL CONDITION AT THE CONTRACTOR’S EXPENSE.

SEE SHEET C2.0 FOR CONSTRUCTION NOTES.

PIPE MATERIALS:

(TO BE CONFIRMED WITH MECHANICAL ENGINEER)

STORM DRAIN:  CORRUGATED PLASTIC PIPE  ASTM F2648 (SIZE AS NOTED)

SEWER:  6" PVC ASTM D3034-SDR 35.

WATER: DOMESTIC: 4" CONCRETE LINED DUCTILE IRON PIPE

FIRE: 4" CONCRETE LINED DUCTILE IRON PIPE

ALL WATER LINES SHALL HAVE A MINIMUM OF 5 FEET OF COVER.
GENERAL NOTES

ALL WORK PERFORMED AS PART OF THIS PROJECT SHALL CONFORM TO CITY OF SOMERVILLE,
DEPT. OF PUBLIC WORKS, THE AMERICANS WITH DISABILITIES ACT, THE MASSACHUSETTS
ARCHITECTURAL ACCESS BOARD, AND ANY OTHER AGENCY WITH AUTHORITY IN THIS AREA.

CONTRACTOR TO MAINTAIN WORK AREA IN A CLEAN CONDITION. NO CONSTRUCTION DEBRIS
SHALL BE ALLOWED TO ACCUMULATE WITHIN THE WORKSITE AND NO DIRT, GRAVEL, ETC.
SHALL BE ALLOWED TO ACCUMULATE ON THE PUBLIC RIGHT-OF-WAY.

AREAS OUTSIDE THE LIMITS OF PROPOSED WORK DISTURBED BY THE CONTRACTOR'S
OPERATIONS SHALL BE RESTORED BY THE CONTRACTOR TO THEIR ORIGINAL CONDITION AT
THE CONTRACTOR'S EXPENSE.

SEE SHEET C2.0 FOR CONSTRUCTION NOTES.